
CYCLO® 6000 Speed Reducers

2.6 How to Select

Configure a Model Number
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2.6 How to Select

C H H 0

Type Prefix

Foot H

Flange F

V-Flange V

Y6 1 6 5

C = Ratios 6:1 and greater (Cyclo® Speed Reducer product code)
P = Ratios 3:1 and 5:1 (Cyclo® 6000 planetary product code)

Output shaft orientation

Mounting style

Input connection

Modification (Special feature)

Frame size
Ratio

Shaft specification

Housing Style

--

No Symbol J
Reducers With Adapter

X
Hollow Shaft

P
Top Mount

Input Connection Prefix

None -

C-Face Adapter J

Hollow Input Shaft X

Top Mount P

Input Connection

Type Prefix

Horizontal H

Vertical V

Vertical Up (Solid Shaft) W

Universal Direction N

Output Shaft Orientation

29

Input
Shaft Suffix
Inch Y

Metric DIN G
Metric JIS -

Shaft Specifications

Prefix

Special S

Standard –

Modification (Special)

-

Frame Size (from Selection Tables)

SB

Reducer specification

Cyclo®6000 Series



Ratio

CYCLO® 6000 Speed Reducers

How to Select 2.7Cyclo®6000 Series

N
om

en
cl
at
ur
e

Nomenclature

CHH – 6165Y – 29
C – Cyclo® 6000 6165 – Frame Size
H – Horizontal O/P Y – Inch Shaft
H – Foot Mount 29 – Ratio

Nominal
Total Ratio

Example

Type Suffix
Torque Limiter TL

High Capacity Bearing R1

High Capacity Bearing R2
Ductile Casing

Baseplate BP

Shovel Base SB

Top Mount Center –
Right PR
Left PL

HH Type Ceiling H1
Left Wall H2
Right Wall H3

Low Backlash LB

Reducer
Specification


